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DETAIL 'A'

SEE DETAIL 'A'
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Street Lighting
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DETAIL 'C'

SEE

ON W OOD POLE

ACORN OR COBRA HEAD LUMINAIRE 

J.D./E.H.D.C.

3

35 mm (1… ") I.D.

42 mm (1† ") O.D.

ALUMINUM ARM

MOUNTING PLATE

GALVANIZED 

LANEW AY LIGHTING BRACKET

3) THE BRACKET CAN ACCOMMODATE EITHER ACORN OR COBRA HEAD LUMINAIRE.

2) MAXIMUM ALLOWABLE LOADING: DEAD LOAD 50 lbs (22.7 kg), EPA 2 sq.ft (0.19 sq.m).

1) BRACKET WEIGHT 9 lbs (4 kg). 
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DESCRIPTION

BRACKET ALUMINUM 1† " O.D. 7900022

ITEM

NO.
ITEM

I.D.

1

ASSOCIATED STANDARDS

1

2

QTY

STD.30-3600 1

BILL OF MATERIALS FOR 30-9100

8

WASHER CURVED 2" X 2" FOR † " BOLT

3 2510190

2530020

2530003 2

1

1

4

5

LAG SCREW † " X 5" 2550030 1

OPEN BIN MATERIALS

D.C.

Street Lighting
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6 STD.30-1110 1

J.D./E.H.

ON W OOD POLE

ACORN OR COBRA HEAD LUMINAIRE 

COBRA HEAD LUMINAIRE SELECTION TABLE

7 STD.30-1120 -ACORN LUMINAIRE SELECTION TABLE

19

(ƒ ")

114

(4• ")

229

(9")

17 mm (• ") DIA.

38 mm (1• ") DIA.

(2Œ ")

65

86

(3… ")

3DETAIL 'C'

FRONT VIEW

TOP VIEW

4 - 14 mm (Œ ") DIA.

LANEW AY LIGHTING BRACKET
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O/H SUPPLY TO POLE-MOUNTED LUMINAIRE

WASHER 2" X 2" FOR † " BOLT

BOLT MACHINE † " X 12" C/W SQUARE HEAD AND NUT
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